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The first single-step high speed high accuracy ink-jet legend printer series.
High reliability and high resolution at low cost
User-friendly
Single step efficient processing cuts space and hazardous waste

The serieswas designedto reduce production steps in the existing
traditional screenprinting in PCB manufacturing which is a costly, multistep processwith a
long lead-time. This innovative technology is remarkably simple, clean, flexible and has
practically no lead-time.

Three different models with increasing speed and throughput:
basic model with the regular speed

2 time faster then the basic model.

4 time faster then the basic model and with a bigger printable area.
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NewprintLegendPrinter

Newprint
Newprint D.S.
Newprint G4SL

New Print
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Input gerber files
Touch screen interface
High speed high accuracy direct imaging
High speed high accuracy direct imaging
Automatic optical alignment and stretching control
Integrated long life printing head
Adjustment on board thickness
Flexible clamping system
Integrated UV curing
Automatic ink supply & maintenance

NEW SYSTEMR

New Print G4SL
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TECHNICALSpecifications
Common features

Models comparison

Substrate features

Operative conditions

Alignment

Ink

Software
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Min panel thickness: 0.1mm (4mil)
Max panel thickness: 7.0mm (275mil)

Temperature: 20° C ±2° C
Relative Humidity: 50%
Power supply: 200-230V, 50-60Hz, 20A
Compressed air: 0.5Mpa (5bar)

Manual or automatic mode with 1 CCD camera

Ink type: Special white UV curing ink

:
Windows 98 operative system with New System software to control
the printer .
Network protocols: TCP/IP, NETBui, IPX, etc.

±10% non-condensing

Applicable Resist Type: As IPC-TM-650

:

Raster image processor

Hardware CNC

Positioning

Printing resolution

:

:

Type: software (by New System).
Input files: gerber RS274-D, RS274-X,DPF.
Optional input files: possible have custom formats.

CPU: 800MHz or more
Memory: 256 MByte Ram
Hard disk: 40 GByte or more
Lan Network: yes
Multi axis CNC control: yes
Frame grabber card: yes
Ink jet controller: yes

:
Number of axis: 2
Resolution: 0.001mm (0.04mil)
Repeatibility: ±0.003mm (0.12mil)

:
Min: 360
Max: 720

Newprint NewprintD.S. Newprint G4SL
Size and Weight :

Board :

Printer head features :

UV lamp :

Net printing time :

Length x Width x Height: 1500 x 1160 x 1240 mm 1500x 1190 x 1240 mm 1600 x 1435 x 1300 mm
59.0 x 45.7 x 48.8 inches 59.0 x 46.8 x 48.8 inches 63.0 x 56.5 x 51.2 inches

Weight: 1000 Kg (2200 pounds) 1015 Kg (2233 pounds) 1300 Kg (2860 pounds)

Maximum area: 630 mm x 510 mm 630 mm x 510 mm 760 mm x 600 mm
24.8 inches x 20 inches 24.8 inches x 20 inches 30 inches x 23.6 inches

Dot size: 70 m 70 m 70 m
Drop volume: 30 pl 30pl 30pl
Max printer head speed:

Low X resolution: 500mm/s 500mm/s 500mm/s
High X resolution: 250mm/s 250mm/s 250mm/s

N° of jets: 500 500 1000

UV lamp number: 1 2 2
UV bulb type: Mercury Mercury Mercury

For a 610 x 457 mm image (24” x 18”):
Low resolution (360 x 360 dpi): 29 sec. 14 sec. 7 sec.
Medium resolution (720 x 360 dpi): 44 sec. 28 secretary. 14 sec.
High resolution (720 x 720 dpi): 88 sec. 56 sec. 28 sec.
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Advantages of NewPrint
Legend Printing Machine

versus
Traditional Silk-Screen Method

Great Saving On:

With the NewPrint L egend Printer:

1) PERSONNEL involved.
2) MACHINES & EQUIPMENT needed in the conventional method.
3) SPACE taken up by line of machines and equipment for traditional method.
4) COSTS:

To plot the film
To prepare the silk-screen.
Of setting up of silk-screen (time & personnel for each different
code)
Washing and break-down of screens.
For the elimination of waste produced.

5) SPECIAL ENVIRONMENT (yellow light room etc).
6) MAINTENANCE of traditional legend printing environment.

There are no extra costs!!
No waste of ink!! - 100% usage. - Every single drop gets used!!
Doesnot needto beplacedin aspecialenvironment (e.g.Yellow room). Can beplaced
in a normal room. Therefore no maintenance costs for that specific environment.
Elimination of a series of machines and steps used in the conventional silk-screen
method.
No waste produced. It’s environment friendly .
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ITALY USA
NEW SYSTEM s.r.l. NEW SYSTEM, LLCHeadquarters: Headquarters:

West Coast Office:

476 Main Street, 3H, Wakefield  RI 02879  -  USA
Tel.: + 39 0481 520810 Tel.: +1 401 782 8127
Fax: + 39 0481 522717 Fax: +1 401 782 8058
Modem: + 39 0481 522729 E-mail: contact@usanewsystem.com
Web  site: www.new-system.com 615 Berry Street - Brea Ca 92821 - USA
E-mail: contact@new-system.com Tel.: +1 714 6719456 or +1 714 3575977
Ftp: ftp.new-system.com/incoming

Via III Armata 131 Gorizia - ITALY


